Rough environment needs tough
packaging. Lamiflex - Packaging
specialist for the Oil and Gas Service
Industry.

Protecting carefully
your greatest values

Corrosion Protection

Global sales and distribution

Lamistretch is a heavy duty VCI treated stretch film,
used for wrapping and corrosion protection. The traditional board based Lamiflex product with anti-corrosion craft paper on the back makes a perfect combination of mechanical-and-corrosion protection.

Lamiflex serves the oilfield service industry through
distribution points around the globe including
Nyköping, Sweden, Dusseldorf, Germany and Houston,
Texas USA.

UV and water proof sealing
Seal the traditional Lamiflex board based wrapping
product with Lamitape for excellent protection for
mechanical impact, as well as UV and water.

Mechanical Protection
Both the traditional board based wrap and the
Lamibox provide very good protection from mechanical impact. Both products are very cost efficient and
can easily replace traditional wooden crates/boxes.

Manufactured to ISO 9001 and 14001
The Lamiflex manufacturing facilities are certified
according to ISO 9001 and 14001.

Traditional Lamiflex
A flexible combination of wood fibre strips and specialty paper/plastic coating provide excellent mechanical protection and scuff resistance. Lamiflex is a seawater resistant, UV stable, anti corrosion protection in a
single wrap. The product replaces wooden slats and
wooden boxes. It is sold fan-folded on pallets up to
5800 mm (19 feet) with 155 linear meters (509 linear
feet) on each pallet. A very small footprint is required
for storage in the warehouse.

Lamibox
Also known as the ‘’30 second box’’, Lamibox, comes
flat on pallets and can be built in 30 seconds. Sizes
range up to 1829 mm (6 feet) in length and height/
width up to 254 mm (10 inches). Because it is packaged flat on pallets, it has a very small footprint in warehouse.

Lamistretch
This is the ultimate all-round packaging material. It is
strong enough to withstand sharp edges, and resistant
to scuffing and friction during handling and transport.
Lamistretch is easy to apply by both machine and by
hand. It is available with UV and VCI (anti corrosion)
treatment.

Lamiguard
Lamiflex Group offers a complete range of Thread
Protectors including all API thread and most of the
premium connections. All products are certified to the
latest edition of API 5CT/ISO 11960 standard.

	
  

Sweden

United States

Germany

Lamiflex Korea Ltd.
(Daeyundong, Hyundai-officetel)
#1101, 282, Suyeong-ro, Nam-gu,
Busan, 48499 SOUTH KOREA
Phone : +82 (0)51 623 6351
Fax:
+82 (0)51 623 6350
Mobile: +82 (0)10 8824 5115
korea@lamiflex.com

Lamiflex AB
Gasverksvägen 4-6
611 35 Nyköping
Phone: +46 (0)155-280260
Fax:
+46 (0)155-280270
headoffice@lamiflex.se
order@lamiflex.se

Lamiflex GmbH
Kappeler Straße 126
D-40599 Düsseldorf
Phone: +49 (0)211 92300-0
Fax:
+49 (0)211 92300-33
info@lamiflex.de

Lamiflex Inc.
1610 Woodstead Ct. Suite 440
The Woodlands TX 77380
Phone: +1-832-251-0200
Fax:
+1-832-251-0201
lamiflexus@lamiflex.com

Korea

Lamiflex Packtech India Private Ltd.
Level 13, Platinum Techno Park,
Sector 30A Plot No. 17&18, Vashi,
Navi Mumbai - 400 705
Phone: +91 (0)22 6181 8433
Fax:
+91 (0)22 6121 4952
Mobile: +91 (0)96 1987 5205
india@lamiflex.com
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